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1. THIS DRAWING HAS BEEN PREPARED IN ACCORDANCE

WITH THE SCOPE OF RPS’S APPOINTMENT WITH ITS

CLIENT AND IS SUBJECT TO THE TERMS AND

CONDITIONS OF THAT APPOINTMENT. RPS ACCEPTS NO

LIABILITY FOR ANY USE OF THIS DOCUMENT OTHER

THAN BY ITS CLIENT AND ONLY FOR THE PURPOSES

FOR WHICH IT WAS PREPARED AND PROVIDED.

2. DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL

RELEVANT SPECIFICATIONS AND REPORTS.

3. DO NOT SCALE FROM THIS DRAWING, WORK TO

DIMENSIONS OR COORDINATES PROVIDED. ALL LEVELS

ARE IN METRES AND ALL DIMENSIONS ARE IN

MILLIMETRES, UNLESS OTHERWISE NOTED.

4. SURFACE WATER DRAINAGE STRATEGY SHOWN IS

DETAILED DESIGN FOR PLANNING AND SHOULD NOT BE

USED FOR CONSTRUCTION PURPOSES.

5. SURFACE WATER DRAINAGE STRATEGY DESIGN TO

CONVEY AND STORE RUNOFF GENERATED BY RAINFALL

EVENTS OF UP TO THE 1 IN 100 YEAR EVENT +40%

CLIMATE CHANGE ALLOWANCE.

6. CONTOURS SHOWN OUTLINE FINISHED FLOOR LEVELS

AND NOT STOCKPILE LEVELS.

NOTES

RC STORAGE TANK

WITH 3520m³ WATER

STORAGE CAPACITY

PIPED DRAINAGE SYSTEM TO

DISCHARGE TO STORAGE TANK

VIA WEDGE PIT, PUMPS AND

SILTBUSTER SYSTEM

PEAK SHORT-TERM FLOOD LEVEL

DURING 1 IN 100 YEAR +40% CLIMATE

CHANGE ALLOWANCE EVENT. PEAK

WATER LEVEL: 2.575m AOD

APPROX. STORAGE VOLUME: 380m³

PROPOSED SURFACE WATER CHANNELS

WATER WITHIN TANK TO BE

USED AS DUST SUPPRESSION

SPRAY FOR IBA STOCKPILES

RESULTS FROM OPERATIONAL IBA

FACILITIES SHOW RAIN WATER

AND DUST SUPPRESSION WATER

ON IBA STOCKPILES EVAPORATE

AT APPROX. 8.5mm/day

PUMPED SYSTEM FOR DUST

SUPPRESSION SPRAY

2No. SILTBUSTER (OR SIMILAR)

SETTLEMENT TANK UNITS WITH

TOTAL CAPACITY OF 160 l/s FLOW

RATE, C/W OUTLET PIPEWORK TO

STORAGE TANK. ARRANGEMENT

TO SUIT MANUFACTURER'S

RECOMMENDATIONS

SSL: 0.6m AOD

300 WIDE, 330 DEEP DRAINAGE

CHANNEL PROVIDED TO RELIEVE

WATER BUILDUP BETWEEN

STOCKPILES

STANDALONE SURFACE WATER

DRAINAGE CHANNELS WITH

PROPRIETARY PUMPS AND RISING

MAIN OUTLETS TO ADJACENT

CONCRETE SURFACING WITHIN

SITE EXTENTS

CHAMBERS PROVIDED AT

JUNCTIONS TO ASSIST SILT

CLEARANCE

10

WEDGE PIT

CL: 2.100

BASE: 0.300

WEDGE PIT (MICRODRAINAGE NODE 10) TO

COLLECT RUNOFF FROM SITE, C/W PUMPING

SYSTEM WITH CAPACITY TO DISCHARGE

SURFACE WATER AT 160 l/s TO SETTLEMENT

TANKS DURING STORM EVENTS. SYSTEM TO

SHUT OFF IN THE EVENT STORAGE TANK

NEARS CAPACITY
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